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Light up
your interiors

Converting a building, giving it a new image and lease of life while 
maintaining its historic identity is one of the exciting challenges of 
architecture. Light can be extremely helpful in this context. Many 

designers regard light solely as a means for accentuation. And yet 
there are far more subtle ways of using light, if it is applied 

indirectly or integrated into the architecture to achieve its "cen-
tre-stage role".
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Specially designed for professional hotel lighting UGR<16, maximizing 

the comfort value which create comfortable and soft professional hotel 

lighting. Luminaire body and heat sink made with die cast aluminum 

and reflector made with electroplated black nickel. Stainless steel 

spring make easier for the mounting on the ceiling thickness of max 

30mm.

06 Professional Lighting



07 Professional Lighting



AKIRA FXD & ADJ
Specifications

Power

6W, 8W, 12W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

15°, 24°, 36°

IP Rate

IP20

Lumen

Fixed
300lm, 320lm, 540lm

Adjustable
300lm, 366lm, 576lm

Version

Fixed- Trim & Trimless
Adjustable- Trim & Trimless

AKIRA PIN HOLE FXD & ADJ
Specifications

Power

8W, 12W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

15°, 24°

IP Rate

IP20

Lumen

Fixed
300lm, 370lm

Adjustable
300lm, 435lm

Version

Fixed- Trim & Trimless
Adjustable- Trim & Trimless
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HIGH CRI >95
QUALITY LED ENGINES

VERTEX HEAT DISSIPATION DESIGN
PRE-EMBEDDED STRUCTURE
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AKIRA SPOT FXD & ADJ
Specifications

Power

8W, 12W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

15°, 24°

IP Rate

IP20

Lumen

460lm, 660lm

Version

Fixed- Trim
Adjustable- Trim

AKIRA FXD SQ
Specifications

Power

8W, 12W, 16W, 24W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

15°, 24°

IP Rate

IP20

Lumen

320lm, 460lm, 512lm, 780lm

Version

Fixed- Trim
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AKIRA DEEP FXD & ADJ
Specifications

Power

8W, 12W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

15°, 24°, 36°

IP Rate

IP20

Lumen

460lm, 660lm

Version

Fixed- Trim
Adjustable- Trim

Power

20W, 25W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

15°, 24°, 36°

IP Rate

IP20

Lumen

1500lm, 1800lm

Version

Fixed- Trim
Adjustable- Trim

AKIRA HIGH POWER FXD & ADJ
Specifications
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Architecturally designed recessed and adjustable downlight complete with 

tapered anti-glare snoot with die cast aluminum trim. Recessed downlight 

with snoot for that sits flush with the ceiling. The snoot minimizes glare and 

limits spill light with 30 degree tilt. This luminaire can be combine recessed 

lighting with directable spot lighting and even wallwash lighting within one 

and the same ceiling cut-out.

Light Engine Snoot Trim
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ARCHER
Specifications

Power

7W, 13W, 19W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

16°, 18°, 26°, 28°

IP Rate

IP20

Lumen

277lm, 319lm, 803lm

Version

Adjustable- Trim

Power

7W, 13W, 19W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

18°, 24°, 34°, 40°

IP Rate

IP20

Lumen

547lm, 682lm, 1716lm

Version

Adjustable-  Trim

ARCHER
Specifications
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Signature and specialized the excellency of designed luminaire with multi-

ple options of front cover for professional lighting, hotels and interiors. 

Luminaire body and heat sink made with die cast aluminum and using 

stainless steel blade for trim and aluminum bracket for trim-less installation 

on a ceiling thickness of max 30mm.

Standard 
installation

No border 
installation
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Adopting independent module design,
the installation structure and lamp body are deparated, 
which makes maintenance or installation easy and 
convenient.

Light source, deep hiding, anti dazzle
The while series if products have excellent anti glare effect, with the 
shading angle greater than 40° and UGR <6

Module Structure
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BETTY ROUND
Specifications

Power

3W, 7W, 12W, 18W, 24W, 30W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

12°, 24°, 36°, 50°

IP Rate

IP20

Lumen

240lm, 560lm, 960lm, 1440lm, 1920lm, 2400lm

Version

Fixed- Trim & Trimless
Adjustable- Trim & Trimless

Power

3W, 7W, 12W, 18W, 24W, 30W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

12°, 24°, 36°, 50°

IP Rate

IP20

Lumen

240lm, 560lm, 960lm, 1440lm, 1920lm, 2400lm

Version

Fixed- Trim & Trimless
Adjustable- Trim & Trimless

BETTY SQUARE
Specifications
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BETTY PIN HOLE
Specifications

Power

3W, 7W, 12W, 18W, 24W, 30W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

12°, 24°, 36°, 50°

IP Rate

IP20

Lumen

240lm, 560lm, 960lm, 1440lm, 1920lm, 2400lm

Version

Fixed- Trim & Trimless
Adjustable- Trim & Trimless
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The New directional Gimbal downlight delivers high lumen & high quality 

low glare lights. It ideal for accent and wall wash lighting. Being 350° rotat-

able in the horizontal plane and 45° adjustable in the vertical plane it can 

place light exactly where it is needed, minimizing any glare to customers.

BLUTO
Specifications

Power

9W, 12.2W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

24°, 25°, 34°, 36°, 48°, 50°

IP Rate

IP20

Lumen

1135lm, 1656lm

Version

Adjustable- Trim
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Camryn, the new era of snoot feature lighting range which boastful lumen 

output up to 135lm/W which create a lovely wall washing and focus lighting 

effect providing the perfect lighting remedy. Available with multipurpose 

filter which helps to prevent the lighting glares.

CAMRYN
Specifications

Power

2W, 9W, 12.2W, 18W, 28W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

12°, 17°, 23°, 24°, 25°, 34°, 36°, 48°, 50°

IP Rate

IP20

Lumen

250lm, 1135lm, 1656lm, 2395lm, 3810lm

Version

Adjustable- Trim & Trimless
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Delicate exterior design small structural luminaire with high efficiency and 

heat dissipation with professional optical lens suitable for ceiling which has 

small space inside.
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CARSON
Specifications

Power

2W, 3W, 5W, 8W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

15°, 20°, 30°, 36°, 45°

IP Rate

IP20

Lumen

120lm, 195lm, 300lm, 480lm

Version

Fixed- Trim
Adjustable- Trim
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The adjustable angle deep antiglare downlight adopts deep reflector which 

gives soft and uniform light effects. Designed with various lens accessories 

in round and square luminaire optimized the performance of the light.

07

D
IA

N
A

DIANA
Specifications

Power

7W, 9W, 13W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

18°, 19°, 28°, 35°

IP Rate

IP20

Lumen

745lm, 880lm, 1028lm

Version

Adjustable- Trim & Trimless
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IP65 lamp, circular & single light emitting surface without glare, super small 

irradiation angle. The illuminate surface was hidden deeply, the curve bend 

line and the straight line was crossed, can be have different visual effects 

and feelings.
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DONNA
Specifications

Power

7W, 12W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

16°, 25°, 36°, 58°

IP Rate

IP20

Lumen

700lm, 1200lm

Version

Fixed- Trim
Adjustable- Trim
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Specially designed double reflector with high power and brightness led 

shares with the shining light and gorgeous feeling without glare. Deep 

reflector produce soft and professional lighting experience for the interiors.
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ELENA
Specifications

Power

10W, 15W, 20W, 25W, 30W, 40W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

15°, 20°, 24°, 30°, 36°, 45°

IP Rate

IP20

Lumen

650lm, 1050lm, 1400lm, 1750lm, 1800lm, 3400lm

Version

Fixed- Trim
Adjustable- Trim
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ELLIE
Specifications

Power

4.5W, 8.5W, 12.5W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

22°, 40°

IP Rate

IP20

Lumen

349lm, 736lm, 984lm

Version

Fixed- Trim
Adjustable- Trim

Versatile design round recessed fixed and adjustable luminaire delivers 

smooth and uniform lighting environment in interiors. Trim less version flat-

ten on the ceiling which gives good appearance.
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EVELYN
Specifications

Power

9W, 12.2W, 18W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

Asymmetric 24°

IP Rate

IP20

Lumen

1077lm, 1474lm, 2296lm

Version

Fixed- Trim 
Wall Washer

Elegant and simple designed wall washer luminaire highlight your wall and 

wall arts. The quality of lights gives more beauty in objects.
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GALENA
Specifications

Power

9W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

26°, 38°

IP Rate

IP20

Lumen

1135lm

Version

Adjustable- Trim

Modern minimalistic adjustable round and square helps to prevent from 

glares with deep reflector which given comfortable lighting experience in 

interiors.
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HOOP
Specifications

Power

5W, 8W, 10W, 16W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

18°, 24°, 29°, 34°, 48°

IP Rate

IP20

Lumen

471lm, 942lm, 1037lm, 2074lm

Version

Adjustable- Trim & Trimless
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Hoop series adopts advanced spot lighting with pretty flexible mechanical 

structure. It has three sizes and different spot heads in different diameter 

which can hide in the housing or extent out as 90°/350°.



HOOP
Specifications

Power

12.2W, 24.4W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

25°, 36°, 50°

IP Rate

IP20

Lumen

1656lm, 3312lm

Version

Adjustable- Trim & Trimless

Power

18W, 28W, 36W, 56W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

18°, 32°, 50°

IP Rate

IP20

Lumen

2395lm, 4790lm, 3810lm, 7620lm

Version

Adjustable- Trim & Trimless

HOOP
Specifications
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Modern simple and elegant designed round recessed led downlight with 

anti-dazzle reflector and honeycomb louver which create excellent light 

experience.

LAURA
Specifications

Power

7W, 12W, 20W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

15°, 24°, 36°

IP Rate

IP44

Lumen

560lm, 960lm, 1600lm

Version

Fixed- Trim
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Specially designed double reflector with high power and brightness led 

shares with the shining light and gorgeous feeling without glare.

IP54 Fixture

Anti Glare Ring

Honeycomb Filter

Red Filter

Green Filter

Blue Filter

Reflector

Out Ring

Adjustable Mid-Ring

Cross-Grille

Stripped Glass
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LYDIA ROUND
Specifications

Power

5W, 8W, 12W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

25°, 36°, 50°

IP Rate

IP54

Lumen

250lm, 300lm, 400lm, 480lm, 600lm, 720lm

Version

Fixed- Trim
Adjustable- Trim

Power

5W, 8W, 12W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

11°, 15°, 18°, 24°, 36°, 50°

IP Rate

IP54

Lumen

250m, 400lm, 600lm

Version

Fixed- Trim
Adjustable- Trim

LYDIA SQUARE
Specifications
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LYDIA ROUND PINEHOLE
Specifications

Power

5W, 8W, 12W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

25°, 36°, 50°

IP Rate

IP54

Lumen

250lm, 300lm, 400lm, 480lm, 600lm, 720lm

Version

Fixed- Trim
Adjustable- Trim

Power

5W, 8W, 12W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

11°, 15°, 18°, 24°, 36°, 50°

IP Rate

IP54

Lumen

250m, 400lm, 600lm

Version

Fixed- Trim
Adjustable- Trim

LYDIA SQUARE PINEHOLE
Specifications
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Upgraded version of Gimbal series, with 0~30 degree tilt and 0~355 degree 

rotation, better lighting performance. Different accessories are added to 

meet the certain lighting effects.

OLIVIA I

OLIVIA II
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OLIVIA I
Specifications

Power

26W, 40W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

15°, 24°, 38°, 40°, 60°

IP Rate

IP20

Lumen

2559lm, 3888lm

Version

Adjustable- Trim, Small & Large

Power

13W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

15°, 24°, 38°, 60°

IP Rate

IP44/IP20

Lumen

1329lm

Version

Adjustable- Trim & Trimless

OLIVIA II
Specifications
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Concise appearance elegant and generous one piece structural designed 

professional soft and comfortable light distribution.

RUBY
Specifications

Power

10W, 15W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

10°, 15°, 24°, 30°, 36°

IP Rate

IP20

Lumen

500lm, 750lm

Version

Fixed- Trim
Adjustable- Trim
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Simple and elegant round shape designed recessed mounting trim lumi-

naire Heat sink and luminaire made from die cast aluminum with thermal 

management passive cooling. Adopts high lumen efficiency Zhaga lighting 

engine.

RUBY
Specifications

Power

10W, 15W

CCT

2700K, 3000K, 4000K, 5000K

Beam Angle

10°, 15°, 24°, 30°, 36°

IP Rate

IP20

Lumen

500lm, 750lm

Version

Fixed- Trim
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T: +971 4 5149633   |   F: +971 4 5144337

www.wilmarintl.com   |   info@wilmarintl.com

Our Location-USA

WILMAR international INC

Wilmington, New Castle, USA

Our Location-UK

WILMAR Lighting Limited,

Church street, B3 2RT, Birmingham, UK

Regional Office: Middle East

Wilmar International LLC

Dubai, UAE
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